STATUTES AT LARGEN

(5) On every pole trailer in excess of 3,000 pounds gross
weight:
On cach side, one side marker lamp and one clearance
lamp which may be in combination, to show to the front,
side, and rear.
On the rear of the pole trailer or load, two reflectors, one
at each side.
(6) On every trailer, semi-trailer, or pole trailer weighing 3,000
pounds gross or less:
On the rear, two reflectors, one on each side. If any trailer
or semi-trailer is so loaded or is of sutch dimension as to
obscure the stop light on the towing vehicle, then such ve-
hicle shall also be equipped with one stop light.
EOSTION 20: Color, Mounting, and       Visibility  of Clearance
Lamps, Side Marker Lamps, and Reflectors - oolor rear lights emit.
-(a) Front clearance lamps and those marker lamps and reflectors
mounted on the front or on the side near the front of a vehicle shall
display or reflect an amlber color. Rear clearance lamps and those
narker lamps and reflectors mounted on the rear or on the sides near
the rear of a vehicle shall display or reflect a red color. All lighting de-
vices and reflectors mounted on the rear of any vehicle shall display
or reflect a red color, except the stop light or other signal device,
which may I, red, amber or yellow, and except that the light illumi-
nating the license plate or the light emitted by a b.xck-up lamp shall
be white.
(b) Reflectors shall be mounted at a height not less than 24 inches
and not higher than 60 inches above the ground on which the vehicle
stands, except that if the highest part of the permanent structure of
the vehicle is less than 24 inches the reflector at such point shall be
mounted as high as that part of the permaient structure will permit.
The rear reflectors on a pole trailer may be mounted oil each side
of the bolster or load. Any required red reflector on the rear of a
vehicle may be incorporated with the tail lamp, but such reflector
shall meet all the other reflector requirements of this Act. Clearance
lamps shall be motmed on the permanent structure of the vehicle
in stuch a manner as to indicate its extreme width and as near the
top thereof as practicable. Clearance lamps and side marker lamips
may be mounted ill combination provided illumination is given as
required herein with reference to both.
(c) Every reflector tipon any vehicle referred to in Section 19
shall be of such size and characteristics and so maintained as to be
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